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Know what's below.

GENERAL DEMOLITION NOTES:

1. ANY DEMOLITION IS TO BE PERFORMED IN STRICT CONFORMANCE WITH ALL APPLICABLE
CITY, COUNTY AND STATE, AND/OR GOVERNING BODY'S STANDARDS.

2. THE DEMOLITION PLAN SHALL BE DONE IN CONJUNCTION WITH THE GEOTECHNICAL
INVESTIGATION REPORT.

3. EROSION AND SEDIMENT CONTROL MEASUREMENTS SHALL BE MAINTAINED AT ALL TIMES
DURING DEMOLITION.

4. THE PURPOSE OF THIS DRAWING IS TO CONVEY THE OVERALL SCOPE OF WORK AND IT
IS NOT INTENDED TO COVER ALL DETAILS OR SPECIFICATIONS REQUIRED TO COMPLY WITH
GENERALLY ACCEPTED DEMOLITION PRACTICES. CONTRACTOR SHALL THOROUGHLY FAMILIARIZE
HIMSELF WITH THE SITE, SCOPE OF WORK, AND ALL EXISTING CONDITIONS AT THE JOB SITE
PRIOR TO BIDDING AND COMMENCING THE WORK.  THE DEMOLITION CONTRACTOR SHALL BE
SOLELY RESPONSIBLE FOR MEANS, METHODS, TECHNIQUES, OR PROCEDURES USED TO
COMPLETE THE WORK IN ACCORDANCE WITH THE CONSTRUCTION DOCUMENTS AND IS LIABLE
FOR THE SAFETY OF THE PUBLIC OR CONTRACTOR’S EMPLOYEES DURING THE COURSE OF
THE PROJECT.

5. THE DEMOLITION PLAN IS INTENDED TO SHOW REMOVAL OF KNOWN SITE FEATURES AND
UTILITIES AS SHOWN ON THE SURVEY. THERE MAY BE OTHER SITE FEATURES, UTILITIES,
STRUCTURES, AND MISCELLANEOUS ITEMS BOTH BURIED AND ABOVE GROUND THAT ARE WITHIN
THE LIMITS OF WORK THAT MAY NEED TO BE REMOVED FOR THE PROPOSED PROJECT THAT
ARE NOT SHOWN HEREON. THE CONTRACTOR IS RESPONSIBLE FOR THE REMOVAL OF SUCH
[TEMS AT NO ADDITIONAL COST TO THE OWNER.

5. THE CONTRACTOR SHALL CONTACT RESPECTIVE UTILITY COMPANIES PRIOR TO DEMOLITION
TO COORDINATE DISCONNECTION AND REMOVAL OF EXISTING UTILITIES WITHIN THE AREA OF
WORK.

6. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ANY DAMAGE TO EXISTING UTILITIES
THAT ARE INTENDED TO CONTINUE TO PROVIDE SERVICE WHETHER THESE UTILITIES ARE
SHOWN ON THE PLAN OR NOT.

7. UPON DISCOVERY OF ANY UNDERGROUND TANKS, CONTRACTOR SHALL IMMEDIATELY NOTIFY

“THE OWNER'S REPRESENTATIVE.” NO REMOVAL OF TANKS SHALL OCCUR UNTIL AUTHORIZED
BY OWNER.

8. BUILDING AND APPURTENANCES DESIGNATED FOR DEMOLITION SHALL NOT BE DISTURBED
BY THE CONTRACTOR UNTIL HE HAS FURNISHED WITH NOTICE TO PROCEED BY THE OWNER.
AS SOON AS SUCH NOTICE HAS BEEN GIVEN, THE CONTRACTOR SHALL PERFORM THE
DEMOLITION, UNDER THE DIRECTION OF THE OWNER'S REPRESENTATIVE.

9. ALL EXISTING UTILITIES WITHIN THE EXISTING BUILDING ARE TO BE REMOVED, WHERE
CONFLICTS OCCUR WITH GRADE, BEAMS, PILES, PROPOSED UTILITIES AND TRENCH BACKFILLED
AND COMPACTED IN ACCORDANCE WITH THE SPECIFICATIONS AND GEOTECHNICAL REPORT.

10. FOUNDATIONS, FLOORS, FLOOR SLABS, AND ANY OTHER UNDERGROUND BUILDING
STRUCTURES SHALL BE REMOVED IN ACCORDANCE WITH THE SPECIFICATIONS. AREAS OF
STRUCTURE REMOVAL SHALL BE BACKFILLED IN ACCORDANCE WITH SPECIFICATIONS AND THE
GEOTECHNICAL REPORT.

11. DEBRIS SHALL NOT BE BURIED ON THE SUBJECT SITE. ALL UNSUITABLE MATERIAL AND
DEBRIS SHALL BE REMOVED FROM THE SITE AND DISPOSED OF IN ACCORDANCE WITH ALL
CITY, STATE, AND FEDERAL LAWS AND ORDINANCES.

12. ALL MATERIAL, EXCEPT THAT BELONGING TO A PUBLIC UTILITY COMPANY OR DENOTED FOR
SALVAGE, SHALL BECOME PROPERTY OF THE CONTRACTOR. THE CONTRACTOR SHALL NOTIFY
THE OWNER OF WATER, ELECTRIC, OR GAS METERS WHEN THE METERS ARE READY FOR
REMOVAL, AND THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISCONNECTING ALL UTILITIES
IN COMPLIANCE WITH LOCAL REQUIREMENTS. DISCONNECT TRANSFORMERS AS REQUIRED FOR
BUILDING DEMOLITION.

13. AS SOON AS DEMOLITION WORK HAS BEEN COMPLETED, THE FINAL GRADE OF BACKFILL
IN DEMOLITION AREAS SHALL BE COMPACTED PER THE GEOTECHNICAL REPORT TO PRESENT A
NEAT, WELL DRAINED APPEARANCE, AND TO PREVENT WATER FROM DRAINING UNNECESSARILY
ONTO ADJACENT PROPERTIES. CONTRACTOR SHALL GRADE SITE TO EXISTING STORM DRAINAGE
SYSTEM TO REMAIN ON SITE.

14. EXISTING TREES TO REMAIN SHOULD BE PROTECTED FROM DAMAGE DURING DEMOLITION
AND CONSTRUCTION.

15. THE CONTRACTOR IS TO COORDINATE WORK IN THIS PROJECT TO ENSURE ACCESS TO
ADJACENT PROPERTIES AT ALL TIMES.

16. THE USE OF EXPLOSIVES SHALL NOT BE PERMITTED.

Call before you dig.
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WATER UTILITY
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ELECTRICAL UTILITY
FIBER OPTIC UTILITY

MONUMENT FOUND, #5 rebar with 1 1/4" YELLOW PLASTIC CAP,

PLS 15606, FLUSH, OR MARKED AS NOTED.

MONUMENT FOUND, #5 rebar with 1 1/2" ALUMINUM CAP,

PLS 32820, FLUSH.

MONUMENT FOUND, #5 rebar with 1 1/2" ALUMINUM CAP,

PLS 10377, FLUSH, OR MARKED AS NOTED.

MONUMENT SET, #5 REBAR WITH 1 1/4" YELLOW PLASTIC CAP,

PLS 31548, FLUSH.

MONUMENT SET, PK NAIL WITH 1 1/2” WASHER, PLS 31548, FLUSH.

NOTE: BASIS OF BEARINGS IS THE WESTERLY LINE OF THE PROPERTY,
MONUMENTED AS SHOWN AND ASSUMED TO BEAR N23'54'29°E.

DEMOLITION KEY NOTES

EXISTING TO BE REMOVED
EXISTING TO REMAIN
LIMITS OF SAWCUT AND FULL DEPTH PAVEMENT REMOVAL
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