
AIR COMPRESSOR

PUMPING

PLANT

PUMPING

PANEL

TRI-FOAM

CHEMICAL

NOT SUPPLIED BY MARK VII

SPECIFICATIONS & SIZED

ELECTRICAL PANEL

BY OTHERS

DOOR TO 

WASH BAY

3'-6" TO 4'

PUMPING PLANT

CHOICEWASH XT

DOOR TO 

EQUIPMENT

ROOM

INCOMING CITY WATER LINE, BACKFLOW

PRV, SIZED & SUPPLIED BY OTHERS

PER LOCAL CODES, SITE ENGINEER

TYPICAL RECLAIM UNIT

R/O UNIT

REPRESS-PUMP

SPOT FREE STORAGE

WATER SOFTENER

& BRINE TANK

DOOR TO 

EQUIPMENT

ROOM

SECTION B-B,EQUIPMENT ROOM ELEVATION

SECTION C-C,EQUIPMENT ROOM ELEVATION

7'-1" MAX. WIDTH

AT HUBSCRUB/WHEELJET

8'-9" MAX. WIDTH

AT MIRRORS

7'-5" MAX.

VEHICLE

HEIGHT

10'-3"GANTRY

HEIGHT

MERCHANDISING

SIGN WITH

SHINTECS SIGN

ENTRANCE

EXIT

32' STANDARD TRACK LENGTH

C

L

CENTERLINE

OF TRACK

2'

7'-8"TOP OF TRACK

TO TRAY

6" MAX

3" MIN

6'-6 1/2" 6'-6 1/2"

2'-2" MAX

1'-11" MIN

10'-0 BACK FROM MAX TRAVEL POSITION

1'-8 1/2"

1'-10 1/2"

MAIN DISCONNECT

PANEL 0035-1596

IN BAY JUNCTION 

BOX 7040-4010

CONTROLLER

7040-4161

10' MIN

12'-0 MIN

10'-8"

DOOR TO 

EQUIPMENT ROOM

CP0

1'-4" EXTENDS

PAST TRACK

11" EXTENDS

PAST TRACKS

UNDERCARRIAGE

MANIFOLD

DOOR

GARAGE

DOOR

GARAGE

DRAIN PIT/CATCH BASIN

HOME

POSITION

SECTION A-A, WASH BAY ELEVATION

1' MIN.

CLEARANCE

CONTROL

DRYER

BOX

4' TO 4'-6"

VERIFY ADEQUATE CLEARANCE

DOOR PANEL TO CLEAR DRYERS

U/C

SENSORS

VERIFY ADEQUATE CLEARANCE

DOOR PANEL TO GANTRY

SPLASH GUARD

EXTENSION 9150-0404

SPLASH

GUARD

HEAT SHIELD

INSTALL HEAT SHIELD OPPOSITE

SIDE OF E-CHAIN/SAME SIDE AS

RADIANT HEATER

FLOOR HEAT BOILER

AND MANIFOLD SYSTEM

REFER TO MFG SPECS

HIGH
PRESSURE

WASH BAY

HOSE

8'-8" REC. 7'-8" MIN

TREADLE

CIRCLE K STORE, FOUNTAIN BLVD COLORADO SPRINGS, CHOICEWASH XT w/FS-40D DRYER

BL-1408-01-01

EQUIPMENT AND BAY LAYOUT

rscott
Stamp
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