
10'-8"

12'-4 3/4"

8'-11" INSIDE DIMENSION

7'-3 1/2"

4'-4 1/2"

DRYER CONTROL BOX

FS-40 - 7030-4142

1'-10"

2'

8"

AQUADRI FS-40 FREESTANDING DRYER

w/DOWNCHUTES-7030-7086

DRYER TIMER WITH STAND

4'-2"

10"

DRYER TIMER-0770-0017

DRYER SHROUD-0070-0012

4' STAND-3950-2483
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DRAWING NOTES

1) ALL CONDUITS, JUNCTION BOXES AND WIRING PREFORMED

    AND SUPPLIED BY OTHERS, PER LOCAL CODES.

2) ROUTE CONDUITS AND CHASES IN CLEAN, COST EFFECTIVE

     MANNER.

3) WHEN INSTALLING DRYERS CLOSE TO AN OVERHEAD DOOR,

    CONSIDERATION SHOULD BE GIVEN TO ENSURE ADEQUATE

    CLEARANCE AT THE TOP TO ALLOW DOOR PANEL TO ROLL

    OVER WITHOUT OBSTRUCTION.

4) IF THERE IS AN OVERHEAD HEATER IN THE BAY, IT MUST

    NOT BE CLOSER THAN 2'-0 TO THE PRODUCERS TO

    PREVENT MELTING OR WARPING.

5) REFER TO AQUADRI FS-30/FS-40 INSTALLATION MANUALS

    FOR INSTALLATION INSTRUCTIONS AND WIRE AS SHOWN IN

    FS-30/FS-40 ELECTRICAL SCHEMATICS.

CONDUIT TO ELECTRICAL PANEL

C

O

N

D

U

I

T

 

T

O

CONDUIT TO DRYER TIMER

(IF APPLICABLE)

CONDUIT TO JUNCTION BOX

FLEX TO EACH DRYER MOTOR
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CIRCLE K STORE, FOUNTAIN BLVD COLORADO SPRINGS, CHOICEWASH XT w/FS-40D DRYER

BL-1408-01-01

FREESTANDING DRYER DETAILS
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