CIRCLE K SOUTHWEST PROTOTYPE 4480 — 08/13/2013
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OF EQUIPMENT.

COSTS.

A, EQUIPMENT SHALL COMPLY WITH ASHRAE STANDARDS.

B. ALL WORK SHALL COMPLY WITH ALL APPLICABLE FEDERAL, STATE AND
LOCAL CODES, LAWS, ACTS, AND AUTHORITIES HAVING JURISDICTION.

C. THE COMPLETED INSTALLATION SHALL BE IN ACCORDANCE WITH ALL
APPLICABLE INDUSTRY STANDARD OF GOOD PRACTICE AND SAFETY,
AND THE MANUFACTURER’S STRICTEST RECOMMENDATIONS FOR
EQUIPMENT AND PRODUCT APPLICATION AND INSTALLATION.

D. ALL WORK SHALL BE LOCATED TO PROVIDE ADEQUATE CLEARANCE
FOR ARCHITECTURAL DESIGN AND PROPER OPERATION AND SERVICE

—t. ALL WORK SHALL BE LOCATED TO AVOID CONFLICTS WITH OTHER
TRADES. CLOSELY COORDINATES ALL WORK WITH ALL OTHER TRADES.
FAILURE OF THE CONTRACTOR TOO COORDINATE WITH ALL OTHER
TRADES SHALL RELIEVE THE OWNER/ENGINEER FROM ANY ADDED

@ O 6

ROOFTOP HVAC UNIT INSTALLED ON FACTORY CURB ON ROOF.

TWO (2) FACTORY ROOF CAPS FROM RESTROOM EXHAUST FANS. PROVIDE
MINIMUM 10"—0" SEPARATION FROM OUTSIDE AIR INTAKES ON HVAC UNITS.

CONDENSING UNIT FOR REFRIGERATION EQUIPMENT BY VENDOR SHOWN
FOR REFERENCE ONLY. MOUNT ON WOOD PATTERN, CUT IN WEEP
TROUGH. RIP SLEEPER FOR UNIT TO SET LEVEL. SEE 2009 IMC TABLE
1103.1 COMPLIANCE CALCULATIONS THIS PAGE FOR REFRIGERANT
CONCENTRATION CALCULATIONS.

ROOF HATCH SHOWN FOR REFERENCE ONLY, REFER TO ARCHITECTURAL
DRAWINGS FOR MORE INFORMATION.
VIR’S SHOWN FOR REFERENCE ONLY, REFER TO PLUMBING DRAWINGS FOR

MORE INFORMATION. PROVIDE MINIMUM 10'=0" SEPARATION FROM OUTSIDE
AIR INTAKES ON HVAC UNITS.

PIPE PORTAL FOR REFRIGERANT PIPING, ELECTRICAL CONDUIT AND/OR
CONDENSATE LINE AS REQUIRED, REFER TO DETAIL 12/M1.1.

ROOFTOP EXHAUST FAN INSTALLED ON FACTORY ROOF CURB.

2009 IMC TABLE 11031 COMPLIANCE

REFRIGERANT TYPE IS 404a WITH MAXIMUM CONCENTRATION ALLOWANCE
OF .031 Ib./ft.> PER TABLE TABLE 1103.1 OF THE 2009 IMC.

WALK—IN COOQOLER: 223 FT® x 8 FT WALL HT. = 1784 ft
5 |b OF REFRIGERANT / 1784 FT? = 0.003 lb/ft> < 0.031 lb/ft?

WALK—IN COOLER: 272 FT? x 8 FT WALL HT. = 2176 ft?
7.4 |b OF REFRIGERANT / 2176 FT? = 0.003 lb/ft> < 0.031 lb/ft?

WALK—IN COOLER: 91 FT* x 8 FT WALL HT. = 726 ft?
2.8 |b OF REFRIGERANT / 726 FT? = 0.004 b/ft> < 0.031 Ib/ft?

WALK—IN FREEZER: 85 FT* x 8 FT WALL HT. = 678 ft’
3.7 lb OF REFRIGERANT / 726 FT? = 0.005 lb/ft> < 0.031 lb/ft?

FOR BID ONLY

CONTRACTOR SHALL PROTECT g%gUEEHCARWASH
1-1/2" VERTICAL GAS PIPING erer T e 0w
FROM ANY PHYSICAL DAMAGE. : :

CAP, AIR TIGHT, MIN. 12°
ABOVE GRADE FOR FUTURE CAR
WASH CONNECTION.

UNDERGROUND GAS LINE SHALL
BE EITHER POLYETHYLENE

PLASTIC OR CSST(CORRUGATED
STAINLESS STEEL) AND BURIED
MIN. 18" BELOW GRADE.

NEW GAS METER BY
GAS COMPANY.

BALANCE TO DELIVER
600 CFH @ 0.5 P.S..

TOTAL DEVELOPED LENGTH = 98

B

1-1/4”

NOTE:
GAS PIPING IS SIZED PER TABLE
402.4(2), IFGC, 2009. AC—1
150 CFH \{A

NOTE:

COORDINATE THE USE AND LOCATION
OF DRIP LEG PRIOR TO CONNECTION.

GAS LINE BELOW GRADE TO
FUTURE CAR WASH.
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GAS RISER DIAGRAM

NO SCALE
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