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INSTALLED PER
MANUFACTURER’'S
AND LOCAL A.H.J.
INSTALLATION
INSTRUCTIONS
AND
REQUIREMENTS.
PROVIDE W/AIR
GAP FITTING & 17
DRAIN LINE.
ROUTE 17 DRAIN
LINE TO FS—1
LOCATED BELOW
PS—1 & TURN
PIPE IN A
DOWNWARD
POSITION.

BP1

27 CW LINE TO
1—1/2" METER.
— SEE CIVIL
DRAWINGS FOR
CONTINUATION.
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P1 HOT/COLD WATER + GAS FLOOR PLAN
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Drawing Name: P:\2013\201307800\540 M

GENERAL NOTES

KEYED NOTES

WATER SUPPLY CALCULATION

SITE LOCATION: E. FOUNTAIN BLVD. & ACADEMY PARK LOOP
COLORADO SPRINGS, CO 80910

STATIC PRESSURE: 80 PSI — FIELD VERIFY. PROVIDE WITH PRESSURE REDUCING VALVE
IF PRESSURE IS HIGHER THAN 80 P.S.0., NOTIFY ENGINEER IF LOWER
THAN STATED.

TOTAL F.U.: 64 (PREDOMINANTLY FLUSH VALVES)
PER IPC 2006
GPM: 57
WATER METER: 1-1/2" (VERIFY WITH WATER COMPANY)
80 P.S.I.  PRESSURE IN MAIN
—4 P.SI. LOSS THROUGH 1-1/2" METER
—2 P.SI. LOSS THROUGH TAP
—25 P.SI. FIXTURE LOSS AT END
—6 P.SI.  DROP FOR ELEVATION ( 14 FT.)
—12 P.SJ.  BACKFLOW PREVENTER
31 P.SI. AVAILABLE PRESSURE
PIPE LENGTH (TAP TO METER) + « « « « « « oo o oo o 209 FT.
PIPE LENGTH (METER TO LAST FIXTURE) . . . . . .. .. 140 FT.
VERTICAL LENGTH — + « « + o oo o 14 FT.
FEQUIVALENT LENGTH OF FITTINGS - - - -« - - - - - - - 181.5 FT.
TOTAL DEVELOPED LENGTH -« v v v v v oo oo 544.5 FT.

MAX. ALLOWABLE LOSS =
(PER 100 FT OF PIPE)

SIZE PIPES PER 7 FT/SEC.

PRESSURE AVAILABLE: 22 8 P.SI.X 100 = 6.0 P.S.I./100 FT.

TOTAL LENGTH: 545 FT.

A. REFER TO HOT AND COLD WATER SCHEMATIC ON SHEET P3.1 FOR
HOT AND COLD WATER PIPE SIZING.

B. PLUMBING CONTRACTOR TO PROVIDE BALL TYPE SHUT—-OFF VALVES
FOR ALL WATER LINES TO EQUIPMENT.

FOR BID ONLY

ONONOICIOAONO,

MAIN® WATER SUPPLY LINE UP IN WALL TO ABOVE CEILING. COORDINATE EXACT
LOCATION.

FILTERED WATER ABOVE CEILING.
SHUT—OFF (BALL VALVE) ABOVE CEILING. PROVIDE ACCESS (TYPICAL).
NOT USED.

3/4" CW LINE TO DROP DOWN IN BETWEEN COOLER WALL AND EXTERIOR WALL.
COLD WATER LINE SHALL BE PROVIDED WITH HEAT TAPE AND INSULATION.

SHUT—=O0OFF VALVE FOR HOSE BIBB LOCATED IN CEILING SPACE. PROVIDE ACCESS
AS REQUIRED.

FILTERED WATER LINES ABOVE CEILING.

GreenbergFarrow

COPYRIGHT NOTICE

This drawing is the property of the above
referenced Professional and is not to be used
for any purpose other than the specific
project and site named herein, and cannot
be reproduced in any manner without the
express written permission from the Professional
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